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FOUNDATION PIER DETAILS
MODEL: SB42-60NDB

  STANDARD DRAWING  

5-1/2"Ø BOLT CIRCLE

5/8"Ø NUTS-TOP ONLY

NO LEVELING NUTS REQ'D

SECTION A-A
SCALE = 1:8

PLAN VIEW
SCALE = 1:24
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FOR BASE INSULATOR DETAILS, REFER
TO DRAWING 2064NDB-01-10 (1of2)
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3" (min) CONCRETE COVER - SEE NOTE #3

7'-0", SQUARE

TYPICAL FACE

(9) #3 REBAR PIER TIES
LOCATE 6" O.C., TOP 2'-0";
LOCATE 12" O.C., THEREAFTER

(4) #6 REBAR PIER VERTICALS
EQUALLY SPACED WITHIN TIES

(8) #5 REBAR PIER HORIZONTALS
LOCATE 11-1/16" O.C., EACH WAY
(16) TOTAL REQUIRED

FINISHED GRADE

NOTES:

1. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000psi AT 28 DAYS.

2. ALL REINFORCING BAR (REBAR) SHALL BE DEFORMED AND CONFORM TO THE REQUIREMENTS
OF ASTM-A615, USING GRADE 60 REBAR.

3. ALL REBAR SHALL HAVE A 3", MINIMUM, CONCRETE COVER.

4. PIER CONCRETE VOLUME = 3.2cu. yds., SQ. OPTION; 3.1cu. yds., ROUND OPTION.

TOWER FABRICATION, SHOULD THERE BE ANY ELEVATION DIFFERENCE

LOCATION AND EACH OF THE GUY ANCHORS.  THE USE OF POURED
OR CHANGE IN THE RADIUS BETWEEN THE TOWER FOUNDATION

FABRICATED TO EXACT LENGTHS PRIOR TO TOWER SHIPPMENT.
FIELD ADJUSTMENTS, THEREFORE PHILLYSTRAN LENGTHS MUST BE
SOCKET FITTINGS ON THE PHILLYSTRAN CAN NOT ALLOW FOR

SWAGER COMMUNICATIONS MUST BE NOTIFIED IMMEDIATELY, PRIOR TO5.

1-1/2" PROTRUSION


